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Mild steel post:
80x40x1100x4mm , RHS stanchion,
galvanised with powder coated finish
at 2.7m centres

Mild steel vertical standard:
20mm diameter mild steel standards
with bevelled tops at max 120mm
centres

16x60mm mild steel
flat horizontal rail

NOTES ON RAILINGS:
All mildsteel to be twice galvanised
and powder coated to a select dark
grey RAL.

All bolts and fixings to be twice
galvanised/stainless steel.

Fixings:
Galvanised x 2, M16 bolt fixed
through 15x16mm Mild Steel
endplate.  Full profile welded to post.

Detail of  vertical steel boundary railing
scale 1:2501
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Building 02 Entrance Foyer
10.3 m²

ESB Meter Room
13.6 m²

Building 01 Entrance Foyer
15.7 m²

+48.925 m

+48.925 m

+48.925 m

+48.925 m
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+50.500 m
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Commercial Unit No.1 (Cafe / Resturant)
234.1 m²

Commercial Unit No.2(Cafe/Resturant)
133.6 m²
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Kevin Fitzpatrick│Landscape Architecture

Mixed Use Development at Blakes, 
Stillorgan, for Cairn Homes
Landscape Proposals 
Boundary Treatments
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1.5m high steel railing. Refer to
Detail 1

2.4m high blockwork and render
wall with concrete coping

1.8m high steel railing with double
leaf gate. Refer to Detail 1

1.8m high steel railing with double
leaf gate. Refer to Detail 1

Plan - Scale 1:1000

1.8m high steel railing  Refer to Detail 1

Note:
Boundary details as shown or as
otherwise agreed with Planning Authority

1.2m high steel railing with formal
evergreen hedge

Existing Wall retained

A 16.12.21  KF  Pre-Planning Application
B 25.03.22 KF  Final Planning Application
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